
1 2 3 4 5 6 7 8

F

E

D

C

B

A

1 2 3 4 5 6 7 8    -A3-

F

E

D

C

B

A

F
o
r
 
t
h
i
s
 
d
r
a
w
i
n
g
 
w
e
 
r
e
s
e
r
v
e
 
a
l
l
 
r
i
g
h
t
s
.
 
W
i
t
h
o
u
t
 
o
u
r
 
p
e
r
m
i
s
s
i
o
n
 
i
t
 
m
a
y
 
n
e
i
t
h
e
r
 

b
e
 
c
o
p
i
e
d
 
n
o
r
 
m
a
d
e
 
a
c
c
e
s
s
i
b
l
e
 
t
o
 
t
h
i
r
d
 
p
e
r
s
o
n
s
.

A
l
l
 
p
a
t
e
n
t
 
t
r
a
d
e
m
a
r
k
 
a
n
d
 
o
t
h
e
r
 
r
i
g
h
t
 
i
n
 
t
h
i
s
 
d
r
a
w
i
n
g
 
a
n
d
 
a
r
e
 
e
x
p
r
e
s
s
l
y
 
r
e
s
e
r
v
e
d
 

b
y
 
S
P
I
N
E
A
 
L
t
d
.

 
(
1
0
m
m
 
f
i
t
t
i
n
g
 
l
e
n
g
t
h
)

8
8
 
h
7

 
0
-
0
.
0
3
5

(
)

 
(
N
O
 
F
I
T
T
I
N
G
 
D
I
A
M
E
T
E
R
)

8
7
.
8 

0
-
0
.
1

3
7
 
H
8

+
0
.
0
3
9

 
0
(

)
(
�
n
�

)
5
1
 
h
7

 
0
-
0
.
0
3

(
)

0.5

5.5

31.4

57.9

6

0.7

30
�$
�

3.3 0-0.2

44

 
(
6
 
m
m
 
f
i
t
t
i
n
g
 
l
e
n
g
h
t
)

7
2
.
5
 
h
7

 
0
-
0
.
0
3

(
) 7

2
.
3 
0
-
0
.
1 1
1
 
H
7

+
0
.
0
1
8

 
0
(

)

25.9 23

18x =360°
20�$�

10�$�

M3

12

6

14x25.72�$�

5.7

6
3
 
H
7

+
0
.
0
3

 
0
(

)

6 6

4
6

67.5

18x 4.3

6

8xM2.5

14 xM x8-105

11 H7 +0.018
 0( )

12.8+0.1 0

4
 
J
S
9

+
0
.
0
1
5

-
0
.
0
1
5

(
)

* Hriadelova Zatka/
Shaft Plug

Zatka/
Plug

Note/
Poznamka

A So zatkou/
With plug

So zatkou/
With plug Standard

B So zatkou/
With plug

Bez zatky/
Without plug

Na poziadanie/
On request

C
Bez zatky/

Without plug
So zatkou/
With plug

Na poziadanie/
On request

D
Bez zatky/

Without plug
Bez zatky/
Without plug

Na poziadanie/
On request
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Note:
- Main ring must be fixed in operation with
  18pcs screw M4 St 12.9, TILGHTENING TORQUE 5Nm
- Unsealed space, see assembly manual in catalogue TS G
- RECOMENDATION FOR SEALING MOTOR FLANGE:

  Recommended tolerance for fitting diameter (�n�63,3 
-0,03 
-0,06

)

UNSEALED FROM INPUT SIDE MAIN RING

A-A

B

F-F

B
3:1 D-D

3:1

OIL PLUG M3x1


	Sheet 1
	Views
	new_view_4
	right_5
	left_7
	B
	new_view_10



