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VER./INDEXCISLO VYKRESUTYPNAZOV

-/-0-784 P*0 #00-3225GTS 225-i-G-P24-0784*
 390231-X00XARTIKEL1/1LIST/LISTOV

 225_000G_P24_0784_P/  MENO VYKRESU/VERS.
 DADOVSKY

PLATI ODVYR. PREJ.

 225_000G_P24_0784_P/  MENO MODELU/ VERS.SCHVALILR.KLUCARKONST.ODSUHL.

-POZICIA
21.653HMOTNOST [kg]

TECHNOL.ODSUH.05-Feb-20JACKOVICKONST.NAVRH

1:4MIERKATECHNOL.PREJ.POM. ZAR.

NETOLEROVANE ROZMERY - STN ISO 2768-mK-POC.KS -  -ROZM.-POLOT.

NEKOTOVANE HRANY = 0,3x45�$�T.O. -MATERIAL

PODPISDATUMZMENAVER/INDX

* Hriadelova Zatka/
Shaft Plug

Zatka/
Plug

Note/
Poznamka

A So zatkou/
With plug

So zatkou/
With plug Standard

B So zatkou/
With plug

Bez zatky/
Without plug

Na poziadanie/
On request

C
Bez zatky/
Without plug

So zatkou/
With plug

Na poziadanie/
On request

D
Bez zatky/
Without plug

Bez zatky/
Without plug

Na poziadanie/
On request

Note:
- MAIN RING MUST BE FIXED IN OPERATION WITH
  24pcs of SCREW M8, St 12.9, TIGHTENING TORQUE 42Nm
- Unsealed space, see assembly manual in catalogue TS G
 
RECOMENDATION FOR SEALING MOTOR FLANGE:

 - recommended tolerance for fitting diameter (�n�176 
-0,03 
-0,06

)

UNSEALED FROM THIS SIDE

A-A
1:2

MAIN RING
GROOVE FOR O-RING 180x2

B
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OIL PLUG M10x1
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